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MM44550000MM  BBAATTTTEERRYY  PPOOWWEERREEDD  

TTAARRGGEETT  CCAARRRRIIEERR 

 
 

SPECIFICATIONS 

SIZE     720 x 525 x 160 mm (L x W x H) 
     With detachable 12Ahr battery pack  
 

WEIGHT    16 Kilos (Excluding battery pack) 
 

12 VOLT BATTERY PACK  5 kilos 
 

SPEED     Up to 2 mtrs per second 
     Selectable 4 speeds from the handset controller 
 

RADIO CONTROLLED    C1972M / C9200M or control computer  
 

CARRYING CAPACITY   25 Kilos 
     Typical M2100M target unit 
 

TRAVEL DISTANCE   2km 

FULLY LOADED 
 

OPERATIONAL DISTANCE Up to 1km. Line of sight. Upgraded radio version 
available will increase operational distance to 4km
  

PROTECTION CLASSIFICATION IP65 
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Carrier with a M2100M held by two Quick fit connectors 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
It is very easy to set-up a range.  The ground should be reasonably flat, undulating 
ground is not a problem. 
 

The rails simply slot together at an angle and laid flat. 
Supplied in 1.1 metre lengths. 
 
 

 
 


