
   

Militec Ltd., Unit 16, Cwm Cynon Business Park, Mountain Ash, Mid-Glam, UK. CF45 4ER 

Tel: - ++44(0)1443 476849. Email: - sales@militec.co.uk  www.militec.co.uk 
Copyright © Militec 2023 

AC006_ 2023_01 

 

 

AACC000066  DDEETTAACCHHAABBLLEE  BBAATTTTEERRYY  

PPAACCKK 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Easy to carry with robust handle, 12Vdc sealed Value Regulated Lead Acid (VRLA) 
battery with an internal 30A automotive type fuse, the AC006 can be used with all of 
Militec’s target units.   
The rear clips enables it to be easily clipped to a target unit and connected with a 
‘Quick Fit’ military bayonet connector, and can be re-charged in-situ or at a 
dedicated charging station. 
 

SPECIFICATIONS 
 

 WEIGHT    7 kilos 
SIZE     200mm x 105mm x 160mm (L x W x H) 

 OPERATIONAL TEMPERATURE -40C to 60C 
 IP PROTECTION   IP63 

 CONSTRUCTION   Bespoke steel case  
FINISH     Typical dark green, BS381C 

   


