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M1500M-2 TWO BANK TURNING TARGET FRAME

The M1500M-2 Two Bank Turning Target Frame has been designed as a low profile unit for
permanent or temporary installation on a prepared range.

Used primarily for basic classification type of training.

There would be no restriction to the number of frames that can be linked together other than

the range space available.

Option of line or radio control is available.

Power requirement

Weight.

Std. Size.
Target centres.
Turn time.

Construction.

Protection

SPECIFICATION

Integral sealed 12v lead acid battery, that
is permanently trickle charged from a
remote intelligent charger.

36 Kilos Approx.

2000mm x 500mm x 400mm (LxWxH).
Up to 1750mm.

0.35 sec. (edge to face).

All steel construction, hot dipped zinc
galvanised

IP66
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Schematic for Line control Turning Target Installation
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control cable
C9063LM
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socket
AC081 box.
wander lead
Control Handset C9063L.M
Specification:-
1. Dims.
Length. 210mm.
Width 100mm.
C9063LM RANGE CONTROLLER De pth 60m m .
. 2. Weight. 400 grams.
“ 3. Power 12 Vdc from the target frame.
‘ 4. Manual operation.
o 5. Programmable on the keypad.
= 6. ‘FACE’ time 1 — 999 seconds.
7. ‘EDGE’ time 1 — 999 seconds.
— 8. ‘REPEAT’ sequence 1—999.
— 9. ‘PAUSE’ program facility.
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Schematic for Radio control Turning Target Installation

ACO005 detachable
battery packs

| «—| MI1500M-2's

C9063RM

Radio control
< handset.

Specification:-

1. Length. 210mm.

Width 100mm.
- Depth 60mm.

Weight. 400 grams.

Power, internal re-chargeable
battery pack.
Manual operation.
Programmable on the keypad.
FACE’ time 1 - 999 seconds.
'EDGE’ time 1 — 999 seconds.
‘REPEAT’ sequence 1 —999.
‘PAUSE’ program facility.
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